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7. Absolute Maximum Ratings at Tj = 25 C  (unless otherwise specified) 

Parameter Symbol Value Unit Remarks 

Collector-Emitter Voltage VCES 600 V 

Gate-Emitter Voltage 
VGES 

± 20 
V 

  

Transient Gate-Emitter Voltage ± 30 tp < 1 μs 

DC Collector Current 
IC@25 113 A Tc = 25 C 

IC@100 75 A Tc = 100 C  

Pulsed Collector Current ICP 225 A Note *1 

Turn-Off Safe Operating Area - 225 A 
VCE  600 V 

Tj  175 C  

Diode Forward Current 
IF@25 20 A 

IF@100 14 A 

Diode Pulsed Current IFP 120 A Note *1 

IGBT Max. Power Dissipation Ptot_IGBT 405 W Tc = 25 C  

FWD Max. Power Dissipation Ptot_FWD 52 W Tc = 25 C  

Operating Junction Temperature Tj -40 ~ +175 C 

Storage Temperature   Tstg -55 ~ +175 C    

1. Scope  This specifies Fuji Discrete IGBT FGW75N60WQ 

2. Construction IGBT in Trench gate Field stop technology with Ultra FWD 

3. Applications  Uninterrupted Power Supply, PV Power Conditioner, Inverter welding machine 

4. Features  Pb-free lead terminal; RoHS compliant 

5. Key Characteristics 

 

 

 

 

 

 

6. Package and Internal circuit chart 

Parameter Value Unit 

VCE 600 V 

IC (Tj = 100C) 75 A 

VCE(sat), typ (Tj = 25C) 1.95 V 

Tj(max) 175 C 

① 
② ③ 

(Out view: see to 10/16 page) 

TO-247 

① 

Gate 

② Emitter 

③ Collector 

Note 

*1 : Pulse width limited by Tj max 

① 
② 

③ 

(Out view: see to 10/16 page) 

TO-247-4L 

④ 

Gate 

② Emitter 

① Collector 

④ ③  

Sub-Emitter 

以前は回路図のIGBTとFWDを一つの○で囲んでいたが、 

○はモノリシック（1 chip)の意味であるため、 

1パッケージにIGBTとFWDを搭載している場合は 

下記のように○を外す 
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Dynamic characteristics 
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9. Thermal Resistance 

Parameter Symbol Min. Typ. Max. Unit 

Thermal Resistance,  

Junction-Ambient 
Rth(j-
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10. Test circuits 

 Figure 1. Switching test circuit 

 Figure 2. Switching times waveforms 

 Figure 3 : Switching waveforms 

L

10%

10%

90%

IC

90%

10%

90%

VCE

VGE

IC

VCE

VGE

td(on)
tr

Eon

td(off) tf

Eoff
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11. Characteristics curve  

Figure 4. DC Collector Current vs Tc 

VGE ≥ +15 V, Tj ≤ 175 C 

Figure 5. SOA 
Duty=0, Tc=25C 

Figure 6. Typical output characteristics 
Tj = 25 C 

Figure 7. Typical output characteristics 
Tj = 175 C 

Figure 8. Typical transfer characteristics 
VCE = 10 V 

Figure 9. Gate threshold voltage 
IC = 75 mA, VCE = 20 V 
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Figure 16. Typical forward characteristics of FWD 
 

Figure 17.  

Typical reverse recovery characteristics vs. IF 
VCC = 400 V, VGE = 15 V, RG = 10 Ω, Tj = 150 C 

Figure 18. Typical reverse recovery loss vs. IF 
VCC = 400 V, VGE = 15 V, RG = 10 Ω, Tj = 150 C 

Figure 19. Reverse biased safe operating area 
VGE = 15 V / 0 V, RG = 10 Ω, Tj ≤ 175 C 

Figure 20. Transient Thermal Impedance of IGBT  
D = 0 

Figure 21. Transient Thermal Impedance of FWD  
D = 0 
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Package Dimensions : TO-247 Package 

12. Package out view 

Marking 

P2

Manufacturer
Code No.

Logo Type

YMNNN

Type Name
Lot No.

Symbol Mark of
"Lead-Free"

Y : Last digit of year
M : Month code 1~9 and O,N,D
NNN : Lot serial number

* The font (font type,size) and the logo type size
   might be actually different.

hf

hf : Halogen-free mark

75G60WQ 

CONNECTION 

① GATE 

② COLLECTOR 

③ EMITTER 

DIMENSIONS ARE IN MILLIMETERS. 
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13. Reliability test items 

   All guaranteed values are under the categories of reliability per non-assembled (only IGBTs). 

   Each categories under the guaranteed reliability conform to JEITA ED4701/100A method104A standards.  

Baking treatment (125 ± 5 C , 24 hr) 

Humidification treatment (85 ± 2 C , 85 ± 5 %RH, 168 ± 24 hr) 

Heat treatment of soldering (Solder Dipping, 260±5 C (265 C max.), 10 ± 1 sec., 2 times) 

Test 

No. 

Test 

items 
Testing methods and conditions 

Reference 

standard 

Sampling 

number  

Acceptance 

number  

M
e

c
h

a
n

ic
a

l te
s
t m

e
th

o
d

s
 

1 

Terminal 

strength 

(Pull) 

Pull force 

TO-247 : 25 N 

Force maintaining duration : 30 ± 5sec. 

JEITA 

ED4701/400A 

method 401A 

15 

(0:1) 

2  

Terminal 

strength 

(Bending) 

Load force  

TO-247 : 10 N 

Number of times :2 times (90 deg./time) 

JEITA 

ED4701/400A 

method 401A 

15 

3 

Terminal 

strength 

(Fatigue) 

Load force  

TO-247 : 10 N 

Number of times : 3 times (15 deg./time) 

JEITA 

ED4701/400A 

method 401A 

15 

4 
Mounting 

strength 

Screwing torque value: (M3) 

TO-247 : 50 ± 10 N・cm 

JEITA 

ED4701/400A 

method 402 

15 

5 Solderability 

Solder temp. : 245 ± 5 C 

Immersion time : 5 ± 0.5 sec. 

Each terminal shall be immersed in the 

solder bath within 1 to 1.5 mm from the body. 

JEITA 

ED4701/301 

method 303A 

15 

6 
Resistance to 

soldering heat 

Solder temp. : 270 ± 5 C 

Immersion time : 7 +2 / -0 sec. 

Number of times : 1 time 

JEITA 

ED4701/301 

method 302A 

15  
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Test 

No. 

Test 

items 
Testing methods and conditions 

Reference 

standard 

Sampling 

number 

Acceptance 

number 

C
lim

a
tic

 te
s
t m

e
th

o
d

s
 

7 

High 

temperature 

Storage 

Temperature : 175 + 0 / - 5 C 

Test duration : 1000 hr 

JEITA 
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14. Warnings 

･ You must design and use the IGBTs 
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Storage  

･ The IGBTs should be stored at a standard temperature of 5 to 35 C and relative humidity of 45 to 75 %.   

･ If the storage area is very dry, a humidifier may be required. In such a case, use only deionized water or boiled 

water, since the chlorine in tap water may corrode the leads. 

･ The IGBTs should not be subjected to rapid changes in temperature to avoid condensation on the surface of the 

IGBTs. Therefore store the IGBTs in a place where the temperature is steady. 

･ The IGBTs should not be stored on top of each other, since this may cause excessive external force  

 on the case. 

･ The IGBTs should be stored with the lead terminals remaining unprocessed. Rust may cause pre-soldered 

connections to fail during later processing. 

･ The IGBTs should be stored in antistatic containers or shipping bags. 

15. Cautions 

･ Although Fuji Electric is continually improving product quality and reliability, a small percentage of semiconductor 

products may become faulty. When using Fuji Electric semiconductor products in your equipment, you are 

requested to take adequate safety measures to prevent the equipment from causing physical injury, fire, or other 

problem in case any of the products fail. It is recommended to make your design fail-safe, flame retardant, and free 

of malfunction. 

･ The products described in this Specification are intended for use in the following electronic and electrical equipment 

which has normal reliability requirements. 

 ･ Computers        ･ OA equipment ･ Communications equipment (Terminal devices) 

･ Machine tools        ･ AV equipment ･ Measurement equipment 

･ Personal equipment    ･ Industrial robots ･ Electrical home appliances etc. 

･ The products described in this Specification are not designed or manufactured to be used in equipment  

 or systems used under life-threatening situations. If you are considering using these products in the equipment 

listed below, first check the system construction and required reliability, and take adequate safety measures such 
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Installation 

･ Soldering involves temperatures which exceed the device storage temperature rating. To avoid device damage and 

to ensure reliability, observe the following guidelines from the quality assurance standard. 

･ The immersion depth of the lead should basically be up to the lead stopper and the distance should be  

 a maximum of 1.5 mm from the device. 

･ When wave-soldering, be careful to avoid immersing the package in the solder bath. 

Recommended soldering methods 

 P2: Possible (within 2 times)  P1: Possible (Only 1 time)  U: Unable 

Solder temperature and duration 

Category Package 

Soldering Methods 

Wave 

Soldering 

(Full dipping) 

Wave 

Soldering 

(Only 

terminal) 

Infrared  

Reflow 

Air 

Reflow 

Soldering  

iron 

(Re-work) 

Through 

hole 

package 

TO-247 U P2 U U P1 

Category Methods Soldering Peak Temp. & Time 

Through 

hole 

package 

Wave soldering 260 ± 5 C, 10 ± 1 sec. 

Soldering iron 

(Re-work) 
350 ± 10 C, 3.5 ± 0.5 sec. 

Recommended tightening torques (Through hole package) 

Packages Screw Tightening torques Note 

TO-247 M3 40 – 60 Ncm 

flatness :  ± 30 μm 

roughness :  10 μm 

Plane off the edge : C  1.0 mm 

･ Refer to the following torque reference when mounting the device on a heat sink. Excess torque applied to the 

mounting screw causes damage to the device and weak torque will increase the thermal resistance, both of which 

conditions may destroy the device. 

･ The heat sink should have a flatness within ± 30 μm and roughness within 10 μm. Also, keep the tightening torque 

within the limits of this specification. 

･ Improper handling may cause isolation breakdown leading to a critical accident. 

   ex.)  Over plane off the edges of screw hole.  (Recommended plane off the edge is C  1.0 mm) 

･ We recommend the use of thermal compound to optimize the efficiency of heat radiation. It is important to evenly 

apply the compound and to eliminate any air voids. 



D
W

G
.N

O
. 

H04-004-03 

Fuji Electric Co.,Ltd. MS5F9141 
16/16 

T
h
is

 m
a
te

ri
a
l 
a
n
d
 t

h
e
 i
n
fo

rm
a
ti
o
n
 h

e
re

in
 i
s
 t
h
e
 p

ro
p
e
rt

y 
o
f 

F
u
ji 

E
le

c
tr

ic
 

C
o
.,
L
td

. 
T

h
e
y 

s
h
a
ll 

b
e
 n

e
it
h
e
r 

re
p
ro

d
u
c
e
d
, 

c
o
p
ie

d
, 

le
n
t,
 o

r 
d
is

c
lo

s
e
d
 i
n
 

a
n
y 

w
a
y 

w
h
a
ts

o
e
v
e
r 

fo
r 

th
e
 u

s
e
 o

f 
a
n
y 

th
ir
d
 p

a
rt

y 
n
o
r 

u
s
e
d
 f

o
r 

th
e
 

m
a
n
u
fa

c
tu

ri
n
g
 p

u
rp

o
s
e
s
 w

it
h
o
u
t 

th
e
 e

x
p
re

s
s
 w

ri
tt
e
n
 c

o
n
s
e
n
t 

o
f 

F
u
ji 

E
le

c
tr

ic
 C

o
.,
L
td

. 

16. Compliance with pertaining to restricted substances 

･ If you have any questions about any part of this Specification, please contact Fuji 

  Electric or its sales agent before using the product. 

･ Neither Fuji nor its agents shall be held liable for any injury caused by using the  

  products not in accordance with the instructions. 

･ The application examples described in this specification are merely typical uses of   

   Fuji Electric products. 

･ This specification does not confer any industrial property rights or other rights, nor  

  constitute a license for such rights. 

16-1) Compliance with the RoHS Regulations and Exemptions 

・ This product will be fully compliant with the RoHS directive. (Directive 2011/65/EC of the european   parliament and 

the council of 21 July 2011). 

・ All of six substances below which are regulated by the RoHS directive in Europe are not included 

   in this product. 

     * The six substances regulated by the RoHS Directive are: 

    Lead, Mercury, Hexavalent chromium, Cadmium, PBB (polybrominated biphenyls), 

    PBDE (polybrominated diphenyl ethers). 

・ The maximum concentration value of the six substances in this product conforms to the Commission 

   decision 2005/618/EC of EU of 19 August 2005. 

16-2) Compliance with the calss-1 ODS and class-2 ODS. (ODS: Ozone-Depleting Substances) 

・ This products does not contain and used the “Law concerning the Protection of the Ozone Layer through the 

Control of Specified Substances and Other Measures (JAPAN)”, and the Montreal Protocol. 


